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Research and Special Programs Admin., DOT § 172.442 

(b) In addition to complying with 
§ 172.407, the background on the RADIO­
ACTIVE WHITE–I label must be white. 
The printing and symbol must be 
black, except for the ‘‘I’’ which must be 
red. 

[Amdt. 172–123, 56 FR 66259, Dec. 20, 1991] 

§ 172.438 RADIOACTIVE YELLOW–II 
label. 

(a) Except for size and color, the RA­
DIOACTIVE YELLOW–II must be as 
follows: 

(b) In addition to complying with 
§ 172.407, the background color on the 
RADIOACTIVE YELLOW–II label must 
be yellow in the top half and white in 
the lower half. The printing and sym­
bol must be black, except for the ‘‘II’’ 
which must be red. 

[Amdt. 172–123, 56 FR 66259, Dec. 20, 1991] 

§ 172.440 RADIOACTIVE YELLOW–III 
label. 

(a) Except for size and color, the RA­
DIOACTIVE YELLOW–III label must 
be as follows: 

(b) In addition to complying with 
§ 172.407, the background color on the 
RADIOACTIVE YELLOW–III label 
must be yellow in the top half and 
white in the lower half. The printing 
and symbol must be black, except for 
the ‘‘III’’ which must be red. 

[Amdt. 172–123, 56 FR 66259, Dec. 20, 1991] 

§ 172.442 CORROSIVE label. 

(a) Except for size and color, the
CORROSIVE label must be as follows: 

 

325
 



VerDate 11<MAY>2000 10:24 Dec 12, 2000 Jkt 190196 PO 00000 Frm 00326 Fmt 8010 Sfmt 8010 Y:\SGML\190196T.XXX pfrm03 PsN: 190196T

§ 172.444 

(b) In addition to complying with 
§ 172.407, the background on the COR­
ROSIVE label must be white in the top 
half and black in the lower half. 

[Amdt. 172–123, 56 FR 66259, Dec. 20, 1991] 

§ 172.444 [Reserved] 

§ 172.446 CLASS 9 label. 

(a) Except for size and color, the 
‘‘CLASS 9’’ (miscellaneous hazardous 
materials) label must be as follows: 

(b) In addition to complying with 
§ 172.407, the background on the CLASS 
9 label must be white with seven black 
vertical stripes on the top half. The 
black vertical stripes must be spaced, 
so that, visually, they appear equal in 
width to the six white spaces between 
them. The lower half of the label must 
be white with the class number ‘‘9’’ un­
derlined and centered at the bottom. 

[Amdt. 172–123, 56 FR 66259, Dec. 20, 1991] 

§ 172.448 CARGO AIRCRAFT ONLY 
label. 

(a) Except for size and color, the 
CARGO AIRCRAFT ONLY label must 
be as follows: 

49 CFR Ch. I (10–1–00 Edition) 

(b) The CARGO AIRCRAFT ONLY 
label must be black on an orange back­
ground. 

[Amdt. 172–123, 56 FR 66259, Dec. 20, 1991] 

§ 172.450 EMPTY label. 
(a) Each EMPTY label, except for 

size, must be as follows: 

(1) Each side must be at least 6 
inches (152 mm.) with each letter at 
least 1 inch (25.4 mm.) in height. 

(2) The label must be white with 
black printing. 

(b) [Reserved] 

Subpart F—Placarding 

§ 172.500 Applicability of placarding
requirements. 

(a) Each person who offers for trans­
portation or transports any hazardous 
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